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PACKING AND COLOURS
Buckets of 6kg - 60 buckets per pallet 6 kg - 60 buckets/pallet

Grey & Black

METHOD OF USE
Preparation
• The substrate should be solid and free from loose materials, sharp parts, dust, gravel rests and dust.
• Substrates such as steel, glass, aluminium, zinc and polyester should be degreased first.
• Remove any water, water film or raindrops. The best adhesion is obtained on a dry surface, however the surface does

not have to be completely dry. HB42 Ultimate Waterproofer also adheres to slightly damp surfaces (except on stone
substrates: these surfaces must be completely dry before application).

Reinforcement
For open cracks, joints and raised edges, fibreglass jointing tape may be used. After a first layer of HB42 Waterproofer 
is applied, the fibreglass tape can be pressed into the wet product. Afterwards a second layer of HB42 Waterproofer is 
applied on top.

Application
Apply HB42 Waterproofer directly from the bucket in one layer of minimum 1 mm thickness with a short haired brush or 
velvet roller for an optimal resistance against water and UV. Apply vertical sides in multiple layers with a drying time of 4 
till 6 hours between two layers.
• Indicated applications for 1 mm of layer thickness: anti-slip membrane, anti-corrosion layer, protection against

rotting of wood.
• Indicated applications for 2 mm of layer thickness: waterproofing, roof protection and cracks.

Cleaning
Fresh uncured HB42 Waterproofer can be removed with HB42 Solvent Cleaner.  Cured material can only be 
removed mechanically.

SAFETY
Please refer to the safety data sheet which is available on request.

LIMITATIONS
• Not suitable for PP, PE, PC, PMMA, and natural stone.
• Not suitable for fish ponds and drinking water reservoirs.
• Not suitable for expansion joints.
• Contact with bituminous substrates may cause discoloration and/or

detachment.

This technical data sheet replaces all previous editions. The data on this sheet have been compiled according  to the last laboratory report. Technical characteristics can be 
changed or adapted. We are not responsible for any inomplete information. Before use, one needs to ensure that the product is suitable for his application. Therefore, tests are 
necessary. Our general conditions apply.




